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8881 P17 TANDEM TRUCK

PART No. 8881.00017
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7 9/32"
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1.1/8" (STD)
13/16" (W/ JAMB NUT) -

MAX. GAP 1 3/16" &

R—W STD. HARDWARE

OR 2 3/32" + WITH
2 JAMB NUTS

5 19/32"
— 7/8" — 9 N.C. THRD.

—1 172~

4 1/2 THRD. LENGTH

: BOTTOM OF LINTEL

(NOT BY R-W)
" I: 1"-8 UNC HEX BOLT, 7" LG
8881 P17 TANDEM ASSEMBLY
(1/2 PAIR SHOWN)
USE ONE PAIR OF TANDEM TRUCKS
ON A DOOR WEIGHING UP TO
5000 POUNDS.
CAPACITY: TRACK BRACKET SPACING:

MANUAL — 5000 LBS PER PAIR
ELECTRIC — 5000 LBS PER PAR

MANUAL — 24" ON CENTER
ELECTRIC — 24 ON CENTER

SIDE VIEW W/ WALL BRACKET

DIMENSIONS SHOWN ARE FOR STANDARD TANDEM APPLICATION.

TO UTIUZE THE MINIMUM DIMENSIONS THE 7/8" DIA.
PENDANT BOLTS WILL NEED TO BE CUT OFF APPROX. 1/4"
IN LENGTH OR ADD 7/8" STANDARD FLAT WASHERS UNDER
THE 7/8" PENDANT BOLT HEAD.

RICHARDS-WILCOX ™™

8881 P17 TANDEM TRUCK

600 S. Lake St. Aurora, IL 60506
800-253-5668 e (630) 897-6951
richardswilcox.com

Part No.: Date:
8881.00017 02/28/13

Part Weight:
70.00
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